
ANSI E1.27-2: STANDARD WIRING PRACTICE FOR PERMANENTLY  
 

INSTALLED CONTROL CABLES FOR USE WITH ANSI E1.11 DMX512-A 

XLR Pin Wire Color Product/Manufacturer Specific 

Pin 1 Shield 

Pin 2 Data – (pair 1 complement) 

Pin 3 Data + (pair 1 true) 

Pin 4 Optional Data – (pair 2 complement) 

Pin 5 Optional Data + (pair 2 true) 

Standard RS422/485 Conductor (ie Belden, Proplex, etc) 

 

DMX512-A Wiring Guide 

Wire Color 

and # 
Function 

XLR Pin 

Number 

White/orange 

(1) 
Data + (pair 1 true) 3 

Orange  (2) 
Data –  

(pair 1 complement) 
2 

White/green 

(3) 

Optional Data +  

(pair 2 true) 
5 

Green  

(6) 

Optional Data –  

(pair 2 complement) 
4 

Blue   

(4) 
Unused/unconnected   

White/blue 

(5) 
Unused/unconnected   

White/brown  

(7) 
Data signal common  1 

Brown  

(8) 
Data signal common  1 

Cat5, Cat5e and Cat6 Wiring Pin outs (see notes) 

Note on Category Wire Chart 

 


